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Abstract 12 

This study evaluates the thermal properties of cement mortar using by-product ferronickel slag 13 
(FNS) fine aggregate and its residual strength after high temperature exposure. Compressive 14 
strength of mortar increased when FNS was used up to 50% replacement of sand and then 15 
reduced with further increase of FNS. Volume of permeable voids (VPV) increased by 4% and 16 
7% respectively for using 50% and 100% FNS fine aggregate. Thermal conductivity of mortar 17 
decreased from 2.34 W/m.K for using 100% sand to 1.65 W/m.K and 1.16 W/m.K for 50% 18 
and 100% FNS, respectively. Similarly, specific heat increased from 2.18 MJ/m3.K to 2.43 19 
MJ/m3.K for 100% replacement of sand by FNS. These changes of VPV and thermal properties 20 
are attributed to the cavity of FNS particles, and their larger size and angular shape. Residual 21 
strengths of mortar after exposure to 800 oC were found marginally less for using FNS 22 
aggregate. This is attributed to the decrease of thermal conductivity of mortar by FNS.  Overall, 23 
FNS aggregate showed improved thermal insulating properties and thermal mass of mortar 24 
without compromising compressive strength. Therefore, FNS can be considered for use as an 25 
energy efficient sustainable building material.   26 

Keywords: Ferronickel slag; Heat capacity; Thermal conductivity; Thermal diffusivity; High 27 
temperature exposure; Air void; Sustainable building material. 28 

1. Introduction29 

The annual growth of concrete production is estimated as 6% (Ghods et al, 2017). Demand of 30 
concrete is increasing at a high rate due to rapid infrastructure development in many countries 31 
like India and China. Production of concrete utilises an enormous amount of natural resources 32 
including sand as fine aggregate. Fine aggregate occupies about 25% to 30% volume of 33 
concrete and it contributes to the density and mechanical properties of concrete. Thus, it is 34 
essential to use good quality fine aggregate in concrete production. Natural sand is the most 35 
commonly used fine aggregate due to its suitable particle size, inertness, strength and thermal 36 
properties. However, good quality sand is not readily available in many countries of the world. 37 
As a result, excessive sand mining has occurred in different places that have caused significant 38 
damage to the aquatic environment (Preciso et al., 2012; Padmalal et al., 2008). Therefore, use 39 
of industrial by-products as replacement of natural sand can help protect the environment by 40 
value-added waste utilisation and conservation of natural resources. This study investigated the 41 
use of by-product FNS as a replacement of natural sand. 42 

Thermal properties of concrete can play a significant role in sustainable infrastructure 43 
development. The stress distribution caused by temperature variation in structural elements can 44 
be significantly affected by thermal properties of concrete (Emborg, 2014). Temperature 45 
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variation may induce excessive tensile stress in concrete to cause cracks on surface and 46 
throughout cross-section. Mirzazadeh et al. (2016) conducted a study on the response of 47 
reinforced concrete at different temperature environments. It was found that low temperature 48 
delayed the crack propagation of reinforced concrete at a given load showing a correlation of 49 
cracks with temperature differential. Shen et al. (2016) showed that high temperature exposure 50 
can lead to an increase in autogenous shrinkage, and the authors developed a model to predict 51 
shrinkage of concrete due to different curing temperatures.  52 

Optimisation of thermal insulation of concrete can help reduce the energy required for 53 
heating and cooling of buildings and thus reduce the use of fossil fuels (Liu et al. 2014). Mahila 54 
et al. (2007) showed that adequate thermal insulation could significantly reduce the operational 55 
cost of power plants. Lightweight aggregate and air-entraining agents are often used to improve 56 
thermal insulating properties of concrete. Borinaga-Trevino et al. (2013) studied the effects of 57 
different fine aggregates such as silica sand, limestone, electric arc furnace (EAF) slag and 58 
construction and demolition waste (CDW) on the thermal conductivity of cement mortar. The 59 
thermal conductivities of cement mortar using silica sand and EAF slag were found to be 2.1 60 
W/mK and 1.5 W/mK, respectively. According to Kim et al. (2012), use of up to 1.5% air-61 
entraining (AE) agent can significantly improve the thermal insulation of concrete. The 62 
experimental study showed that there was 52% to 55% reduction of thermal conductivity due 63 
to the use of 1.5% AE agent that increased porosity. Alengaram et al. (2013) showed that oil 64 
palm shell foamed concrete reduced thermal conductivity of concrete by 39% as compared to 65 
control concrete. Ramírez et al. (2013) showed by experimental results that replacement of 66 
80% natural aggregate by lightweight recycled aggregate provided 65% reduction in thermal 67 
conductivity due to the increase of porosity of concrete. Similarly, use of 30% hollow glass 68 
spheres as coarse aggregate was found to reduce thermal conductivity of concrete by 43% (Yun 69 
et al. 2013). Thus, use of porous aggregate or creation of air voids in concrete improved thermal 70 
insulation by reducing thermal conductivity. However, both light-weight aggregates and air 71 
voids can result in a significant reduction of strength due to reduced density and increased 72 
porosity of concrete (Won et al. 2011).  73 

Thermal conductivity of concrete and mortar also depends on the moisture content 74 
because the thermal conductivity of water is twenty-five times higher than that of air (Morabito, 75 
1989). Del Coz Díaz et al. (2013) studied the effects of density and relative humidity on thermal 76 
properties of light-weight aggregate concrete. Steiger and Hurd (1978) found that 1% increase 77 
in specific weight of concrete due to water absorption resulted in 5% increase of its thermal 78 
conductivity. Some other factors that are shown to influence thermal conductivity of concrete 79 
are volume of cement (Örüng, 1996), aggregate characteristics, mineral admixtures (Fu and 80 
Chung, 1997), and temperature (Metha and Monteiro, 2006). Thermal conductivity of concrete 81 
is also shown to increase with the increase of density (Institution of Structural Engineers, 1987; 82 
Ashworth and Ashworth, 1991; Demirboga and Kan, 2012). Sayadi et al. (2016) proposed an 83 
equation to predict thermal conductivity of a very light-weight foamed concrete as a function 84 
of the density of concrete and the volume of expanded polystyrene. It is noteworthy that the 85 
voids content of concrete have a significant effect on thermal conductivity. A numerical 86 
investigation by Del Coz Díaz (2010) showed that the heat transfer through floors made using 87 
hollow concrete blocks could be significantly different for different shape and number of the 88 
layer of blocks.  89 

Prolonged exposure to elevated temperatures can cause explosive spalling of concrete 90 
and lead to structural failures (Won et al. 2011). When exposed to heat, the binder matrix 91 
initially loses the physically bound water at about 100 °C to 150 °C. Decomposition of 92 
portlandite and evaporation of chemically bound water occurs between 500 °C and 550 °C. 93 
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Further increase in temperature leads to the decomposition of calcium carbonate at about 750 94 
°C to 800 °C, and results in a major strength loss (Yüzer et al., 2004; Esteves, 2011; Kodur, 95 
2014). Different techniques have been adopted to improve the resistance of concrete against 96 
high temperature exposure. Supplementary cementing materials (SCM) such as ground blast 97 
furnace slag (GGBFS), fly ash and metakaolin may show improvement of residual strength up 98 
to a temperature of 400 °C due to the pozzolanic reaction of SCM (Papayianni & Valliasis, 99 
2005; Li et al., 2012). Use of polyvinyl alcohol (PVA) fibres with low melting point improves 100 
fire endurance of concrete by reducing the vapour pressure generated by heat (Soleimanzadeh 101 
& Mydin, 2012).  102 

Since aggregates generally occupy about 70% to 80% volume of concrete, thermal 103 
properties of aggregate have a significant influence on the thermal properties of concrete. 104 
Thermal properties of concrete eventually influence its behaviour when exposed to high 105 
temperature heat. According to Topçu & Işıkdağ (2007), lightweight aggregate exhibited 106 
excellent resistance to high temperature exposure due to the reduction of thermal conductivity 107 
of concrete. Similarly, Zhang et al. (2000) showed that concretes with lightweight aggregate 108 
exhibit remarkable thermal resistance over concrete using normal weight aggregates, while 109 
subjected to an elevated temperature of up to 600 °C. According to Kodur & Sultan (2003), 110 
carbonate aggregate exhibited higher fire resistance as compared to siliceous aggregate due to 111 
lower thermal conductivity. In addition, Kodur et al. (2003) experimentally showed higher 112 
specific heat of carbonate aggregates than siliceous aggregates that prevented spalling of 113 
concrete using carbonate aggregate at high temperature. Kong & Sanjayan (2010) showed that 114 
concrete using smaller size aggregates exhibited more cracking than concrete with larger 115 
aggregates due to thermal incompatibility between the binder matrix and aggregate. Similarly, 116 
Pan et al. (2012) showed that concrete with 10 mm aggregates suffered from more spalling 117 
than concrete with 14 mm aggregates. This is because larger aggregate creates an elongated 118 
fracture process zone to facilitate the escape of vapour pressure. Therefore, the type and size 119 
of aggregates showed significant effects on thermal properties of concrete and its response after 120 
exposure to high temperature.  121 

The effects of using FNS fine aggregate on thermal properties of cement mortar are 122 
presented in this paper. The FNS used in this study is a by-product of the smelting of garnierite 123 
nickel ore and was sourced from SLN, New Caledonia. It has been estimated that about 12 124 
tonnes of FNS is generated as by-product in production of 1 tonne ferronickel alloy. Thus, a 125 
huge quantity of FNS is available for use as a construction material. A water cooling method 126 
was used to granulate the molten slag. As shown in previous studies (Saha & Sarker, 2016), 127 
FNS aggregate consists of high density particles and it can improve compressive strength of 128 
concrete when used as a partial replacement of sand. However, full replacement of sand by 129 
FNS reduced compressive strength (Saha & Sarker, 2017b, 2018a). Since thermal properties 130 
of a matrix are dependent of the fine aggregate filler, it is essential to evaluate the thermal 131 
properties of mortar using FNS aggregate and its effect after the mortar is exposed to high 132 
temperature heat. There are no previous studies where thermal properties of cement mortar 133 
containing FNS aggregate were evaluated. Therefore, this study was conducted in order to 134 
evaluate the thermal properties of mortar using FNS aggregate. Mortar specimens were cast 135 
using FNS aggregate as different volume percentage replacements of sand. Various properties 136 
such as density, compressive strength, thermal conductivity, thermal diffusivity, specific heat, 137 
permeable voids and resistance to elevated temperature of mortar specimens were determined. 138 
The effects of FNS aggregate on mortar properties were further investigated by scanning 139 
electron microscope (SEM) images of the aggregates and mortars. 140 

 141 
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2. Materials and methods  142 

2.1 Materials 143 

Ordinary Portland cement (OPC) was used as the binder for casting of mortar specimens. The 144 
specific surface area and density of OPC were 337 m2/kg and 3.15 g/cm3, respectively. Locally 145 
available natural silica sand and ferronickel slag (FNS) were used as fine aggregate. The 146 
chemical compositions of OPC and FNS, as determined by X-ray fluorescence (XRF) analysis, 147 
are given in Table 1. It can be seen that the main constituents of FNS are silicon, magnesium 148 
and iron. Leaching of heavy metals from concrete specimens containing 100% FNS fine 149 
aggregate was studied previously and the results are available in literature (Saha and Sarker, 150 
2017a). It was found that the leaching of heavy metals were much less than the recommended 151 
limits of the United States Environmental Protection Agency (US EPA, 2009). Therefore, the 152 
use of FNS aggregate in concrete was found environmentally safe in terms of the leaching of 153 
heavy metals.  154 

Table 1. Chemical compositions of OPC and FNS (mass percentage). 155 

Chemical composition OPC FNS 
SiO2 20.29 53.29 
Al2O3 5.48 2.67 
Fe2O3 2.85 11.9 
MgO 1.24 31.6 
SO3 2.49 - 
CaO 63.11 0.42 
Na2O 0.29 0.11 
K2O 0.45 - 
Cr2O3 0.02 1.08 
P2O5 0.17 - 
SrO 0.05 - 
TiO2 0.27 - 
Mn2O3 0.08 - 
ZnO 0.04 - 
NiO - 0.1 
Co3O4 - 0.01 
loss on ignition 3.39 - 

 156 

The physical properties of aggregates are given in Table 2. It can be seen that FNS has 157 
higher specific gravity and fineness modulus as compared to sand. Physical appearances of the 158 
aggregates are shown in Fig. 1. FNS aggregate is dark in colour and consists of particles of 159 
different sizes. On the other hand, sand consisted of round particles of uniform size. 160 
Additionally, presence of some cavities can be visible in the FNS particles, as shown in Fig. 1. 161 
Furthermore, the SEM images of FNS and sand particles are shown in Fig. 2. It can be seen 162 
that the microstructure of FNS particles is relatively porous as compared to that of natural sand. 163 
The large cavity is shown in Fig. 1(a) and the microstructural pores are shown in Fig. 2(a) are 164 
believed to have formed during the rapid cooling of molten FNS to produce granulated 165 
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particles. Particle size distributions of the aggregates are presented in Fig. 3 along with the 166 
upper and lower limits recommended by AS 2758.1 (2014). It can be seen that FNS has higher 167 
fractions of coarse particles as compared to natural sand. The maximum particle sizes of sand 168 
and FNS aggregate were 1.18 mm and 4.75 mm, respectively. The grading curves show that 169 
the mix of 50% FNS with 50% sand provided a well-grading of the fine aggregate.  170 

Table 2. Physical properties of aggregates.  171 

Materials Specific gravity Fineness modulus Water absorption (%) 

Sand 2.10 1.95 0.35 

Ferronickel slag (FNS) 2.78 4.02 0.42 
 172 

 173 

Fig. 1. Physical appearance of the aggregates. 174 
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 175 

Fig. 2. Microstructures of FNS and sand. 176 

 177 

 178 

Fig. 3. Grain size distribution of sand, FNS and recommended limits of AS 2758.1 (2014). 179 
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2.2 Sample preparation and test methods  181 

The mortar mixtures were mixed according to the guidelines of Australian Standard AS 2701 182 
(2001). Mix proportions are given in Table 3. Cement content of the mixture was 450 kg/m3 183 
and water to cement ratio was 0.5. Fine aggregate to binder ratio was 2.75. Sand was replaced 184 
by FNS from 25% to 100% volume of the fine aggregate. Five mortar mixtures were studied 185 
and the reported results are the average values for three identical specimens. The mixtures are 186 
designated by volume percentage of FNS. Fifty-mm cube specimens were cast for compressive 187 
strength tests of mortars. The specimens were demoulded at 24 hours after casting and then 188 
cured for 28 days. Compressive strength was determined by loading the specimens at a rate of 189 
0.33 MPa/sec. The density and volume of permeable voids (VPV) were determined using 190 
mortar cube specimens. VPV was determined from saturated surface dry (SSD) and oven dry 191 
masses of the specimens according to ASTM C 642 (2006). SEM images of sand, FNS and the 192 
mortar specimens were used to understand the effect of FNS on mortar properties. SEM was 193 
conducted by backscatter electron beam with an accelerating voltage of 10 kV and a constant 194 
working distance.  195 

Table 3. Mix proportions of mortar.  196 

Sample ID OPC (kg/m3) 
Fine aggregate (kg/m3) 

Water (kg/m3) W/C 
Sand FNS 

PC-FNS0 450 1250 0 275 0.50 
PC-FNS25 450 935 415 275 0.50 
PC-FNS50 450 625 825 275 0.50 
PC-FNS75 450 310 1240 275 0.50 
PC-FNS100 450 0 1655 275 0.50 

 197 

Cylindrical specimens of 100 mm diameter and 200 mm height were cast to determine 198 
the thermal properties. The cylinders were cut into 30 mm thick discs after curing in water for 199 
28 days. The specimens were then oven-dried at 105 °C for 24 hours, cleaned with a soft 200 
synthetic-fibre brush and kept in an air-tight container to prevent contamination by airborne 201 
dust.  Thermal properties analyser Hot Disk TPS 2200 instrument and transient plane source 202 
(TPS) technique developed by Gustafsson (1991) was used for the test.  Some of the main 203 
advantages of using the TPS technique include its inherent ability to measure thermal 204 
conductivity and thermal diffusivity in the same measurement step and the small temperature 205 
gradients necessary for the measurements (Bouguerra et al., 1997).  The latter quality of the 206 
TPS method is particularly useful for potentially temperature-affected materials. In our 207 
research, all the measurements were conducted at 22 ± 0.5 oC temperature and the instrument-208 
induced temperature gradient was limited to 4.2 oC.  Given the 30 mm thickness of test samples 209 
and to ensure no influence of the specimen/specimen holder boundary conditions, the depth of 210 
heat flow penetration was limited to 20.0 mm. The experimental setup is shown in Fig. 4.  211 
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 212 

 213 

Fig. 4. Experimental set up to determine thermal properties. Note: sample holder cover 214 
removed for the photograph. 215 

 The test samples were cut in a single cutting step using a rotary masonry saw with a 216 
diamond-tipped blade. This ensured that surface of the samples was flat and smooth.  Referring 217 
to Fig. 4, the sensor of the TPS instrument was positioned in-between the duplicate samples 218 
and the assembly was then compressed with the hold-down screw. Good mechanical contact 219 
between the TPS sensor and the surfaces of the duplicate specimens ensured good thermal 220 
contact and this minimized any potential influence of surface resistance on the results.  This 221 
approach to minimise thermal contact resistance has been a widely accepted practice (Berman, 222 
1956; Thomas and Probert, 1970; Williamson and Majumdar, 1992). Additionally, Gustaffson 223 
et al. (1986) found that the influence of thermal contact resistances in the transient thermal 224 
measurements appeared only for a short time period at the beginning of the measurement, 225 
where it presented as a constant temperature difference which could be easily recognised by 226 
the thermal analysis software.  In our research, the constant temperature difference due to 227 
thermal contact resistance at the beginning of all measurements was of the order of 0.1 mK and 228 
appeared for less than 5 ms only (at the total measurement time of 80 s).  It was recognised and 229 
separated from the transient temperature increase in the bulk material by thermal analysis 230 
software. 231 

The residual strengths after exposure to elevated temperature were evaluated by heating 232 
the 50 mm cube specimens in an electric furnace. The samples were heated to 200 °C, 400 °C, 233 
600 °C and 800 °C with a temperature increment rate of 5 °C per minute. After reaching the 234 
designated temperature level, the temperature was kept constant for two hours.  The samples 235 
were then cooled down to room temperature naturally by opening the door of the furnace. The 236 
mass and compressive strength were determined after cooling down the specimens to room 237 
temperature.  238 

3. Results and discussion 239 

3.1 Density of hardened mortar 240 

The average densities of the hardened mortars in saturated surface dry (SSD) condition and 241 
oven-dry condition are presented in Table 4. It can be seen that the SSD density varied in a 242 
range of 1945 kg/m3 to 2361 kg/m3.  243 

 244 
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Table 4. Density of hardened mortar.  245 

Mix ID  SSD density (kg/m3) Oven-dry density (kg/m3) 

PC-FNS0 1945 1735 

PC-FNS25 2060 1834 

PC-FNS50 2143 1897 

PC-FNS75 2258 1961 

PC-FNS100 2361 2023 

 246 

As shown in Fig. 5, density of the mortar increased linearly with the increase of FNS 247 
content. This is due to the higher particle density of FNS aggregate than sand. It can also be 248 
seen that the densities of the oven-dry samples were 11% – 15 % less than the SSD samples. 249 
The differences between the oven-dry and SSD densities of mortars PC-FNS0, PC-FNS25, PC-250 
FNS50, PC-FNS100 and PC-FNS100 were 210 kg/m3 226 kg/m3, 248 kg/m3, 297 kg/m3 and 251 
338 kg/m3, respectively. Therefore, moisture content of mortar specimens gradually increased 252 
with the increase of FNS aggregate. While air-dry samples were used for the compressive 253 
strength tests, the samples used for thermal conductivity tests were in oven-dry condition in 254 
order to avoid the interference of the water content (Sengul et al. 2011).  255 

 256 
 257 

Fig. 5. Relationship between density and the FNS content. 258 
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3.2 Compressive strength 259 

The compressive strength results are shown in Fig. 6. As expected, compressive strength mortar 260 
increased significantly between 7 days and 28 days, while it became almost steady between 28 261 
days and 56 days of age. This trend was consistent for all the five mortar mixtures. As in 262 
conventional mortar using natural sand, majority of the compressive strength development of 263 
mortars using FNS aggregate occurred during the first 7 days of curing. It can be seen that the 264 
7-day compressive strengths of mortars PC-FNS0, PC-FNS25, PC-FNS50, PC-FNS75 and PC-265 
FNS100 were 73%, 78%, 74%, 70% and 66% of their 56-day strengths, respectively. 266 
Furthermore, the 28-day strengths of mortars PC-FNS0, PC-FNS25, PC-FNS50, PC-FNS75 267 
and PC-FNS100 were 96%, 97%, 96%, 96% and 97% of their 56-day strength, respectively. 268 
Thus, the strength development after the age of 28 days was relatively low.  269 

 270 

Fig. 6. Compressive strength of the mortar samples. 271 

It can also be seen that compressive strength at any particular age improved with the 272 
increment of FNS up to 50% replacement of sand. However, further increase of FNS content 273 
resulted in decline of compressive strength. The 28-day mortar compressive strengths were 40 274 
MPa, 43 MPa, 48 MPa, 45 MPa and 41 MPa for using 0%, 25%, 50%, 75% and 100% FNS 275 
aggregate, respectively. Therefore, the strength increments were 8%, 21%, 13% and 3% for  276 
using 25%, 50%, 75%, and 100% FNS, respectively. It is usual for concrete and mortar to show 277 
higher compressive strength for higher density due to better particle packing and lower voids 278 
content (Güneyisi et al. 2016; Bogas et al. 2015). Thus, the increase of mortar strength by using 279 
FNS aggregate is attributed to the increase of the density of specimens. As shown in Fig. 3, the 280 
combination of 50% sand with 50% FNS resulted in a well-graded aggregate. However, the 281 
FNS contents above 50% increased the voids content due to their angular shape and larger size. 282 
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This caused a decline in the compressive strength of mortar using FNS contents of 75% and 283 
100%. Similar effect of FNS fine aggregate content was also observed on the compressive 284 
strength of concrete specimens (Saha & Sarker 2017a, 2018b).  285 

3.3 Volume of permeable voids 286 

In order to evaluate the porosity of the samples, the volume of permeable voids (VPV) was 287 
determined. The test measures the ease with which water can penetrate into a mortar or concrete 288 
sample. The combination of air voids, capillary pores, gel pores and micro-cracks is determined 289 
by the VPV (Andrews-Phaedonos, 2008).  290 

 291 
Fig. 7. Relationship between VPV and FNS aggregate content.  292 
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 299 

Fig. 8. Imges of mortar cross section after 28 days of curing (10 × magnification).  300 

Magnified views of the cross-section of mortar specimens and SEM images of the 301 
microstructure were investigated in order to further understand the increase of porosity by FNS. 302 
It can be seen from the magnified view of the cross-section in Fig. 8 that there were relatively 303 
large air voids in the cross-section of specimen PC-FNS100 as compared to that of PC-FNS0. 304 
These air voids are produced by the cavities of FNS particles, as shown in Fig. 1(a). The SEM 305 
images of Fig. 9 shows that the microstructures of the binder matrix were very similar in the 306 
specimens of PC-FNS100 and PC-FNS0. Therefore, the increase of VPV or porosity in the 307 
specimens using FNS aggregate is contributed mostly by the cavities and micropores of the 308 
FNS particles shown in Fig. 1(a) and 2(a), respectively. Overall, the increase of porosity is 309 
attributed to the presence of voids in FNS particles and the relatively large size and angular 310 
shape of the particles.  311 

 312 

Fig. 9. SEM images of mortar cross section after 28 days of curing.  313 

 314 
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3.4 Thermal properties 315 

 The thermal properties of hardened mortar specimens are given in Table 5. The thermal 316 
conductivity values of mortars PC-FNS0, PC-FNS25, PC-FNS50, PC-FNS75 and PC-FNS100 317 
were 2.34 W/m·K, 1.58 W/m·K, 1.65 W/m·K, 1.36 W/m·K and 1.16 W/m·K, respectively. 318 
The results show that thermal conductivity exhibited a decreasing trend with the increase of 319 
FNS content despite the higher specific gravity of FNS than sand. It can be noted from Table 320 
2 that the specific gravities of FNS and sand were 2.78 and 2.10, respectively. A decrease of 321 
thermal conductivity by the use of high-density EAF slag was also reported by Borinaga-322 
Trevino et al. (2013). The specific gravities of sand and EAF slag were 2.65 and 3.82, and the 323 
corresponding thermal conductivities of cement mortars were 2.1 W/m·K and 1.5 W/m·K, 324 
respectively. The decreasing trend of thermal conductivity with the increase of FNS is 325 
attributed to the increase of VPV, as shown in Fig. 7. The large cavities (Fig. 8) and micropores 326 
(Fig. 2) of FNS particles increased the porosity of mortar. This increase of air voids inhibited 327 
the heat flow that reduced the thermal conductivity of the specimens. The effect of the voids in 328 
FNS particles on thermal conductivity was found to be significant since 60% volume of the 329 
mortar is occupied by aggregate. 330 

Table 5. Thermal properties of mortar samples. 331 

Mix ID 
Thermal 

conductivity, 
W/m·K 

Thermal 
diffusivity, 

mm2/s 

Specific heat, 
MJ/m3·K 

PC-FNS0 2.34 1.07 2.18 

PC-FNS25 1.58 0.79 2.00 

PC-FNS50 1.65 0.74 2.24 

PC-FNS75 1.36 0.61 2.26 

PC-FNS100 1.16 0.48 2.43 

 332 

In addition to thermal conductivity, thermal diffusivity and heat capacity are two other 333 
important parameters defining the heat transfer properties of a material. Thermal diffusivity 334 
represents the rate of heat transfer through the material and heat capacity or specific heat is the 335 
ratio of thermal energy absorbed or lost by a material to the corresponding temperature change 336 
(Lightfoot et al., 1960; Resnick and Halliday, 1966). As given in Table 5, thermal diffusivity 337 
values of the mortars PC-FNS0, PC-FNS25, PC-FNS50, PC-FNS75 and PC-FNS100 were 1.07 338 
mm2/s, 0.79 mm2/s, 0.74 mm2/s, 0.61 mm2/s and 0.48 mm2/s, respectively. 339 



14 
 

 340 

 Fig. 10. Variation of thermal conductivity and specific heat with FNS content. 341 

  342 

 343 

Fig. 11. Variation of thermal conductivity with VPV. 344 
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The variation of thermal conductivity and specific heat with FNS content are shown in Fig. 10. 346 
It can be seen that there was a gradual decrease in thermal diffusivity with the increase of FNS 347 
aggregate due to the increment of internal pores inhibiting the heat flow.  The increase in 348 
porosity of the samples has also been reflected in the corresponding increase in their heat 349 
capacity values. Specific heat is the amount of heat required to increase temperature of a sample 350 
to a unit value and there was a gradual increment of air voids with the increase of FNS content 351 
in mortar samples, as shown in Fig. 7. As a result, a higher amount of heat transfer was required 352 
for the FNS mortar samples to raise the temperature. This is the reason for a proportional 353 
relationship between specific heat and FNS content as shown in Fig. 10. 354 

Furthermore, in order to evaluate the relationship between the thermal conductivity and 355 
porosity of the samples, the thermal conductivity values are plotted against the VPV, as shown 356 
in Fig. 11.  It can be seen that thermal conductivity gradually decreased with the increase of 357 
VPV. A Power regression analysis between these two parameters shows a good correlation 358 
with a degree of determination (R2) value of 0.92. This confirms the hypothesis that the 359 
presence of air voids was the primary reason behind low thermal conductivity of mortars 360 
containing FNS aggregates despite their higher density as compared to the control samples. 361 

3.5 Residual properties of mortar after exposure to elevated temperature 362 

3.5.1 Visual observation 363 

The mortar specimens were visually inspected before and after the exposure to elevated 364 
temperature. The samples were exposed to four different peak temperatures from 200 °C to 365 
800 °C. The typical photographs of mortar specimens PC-FNS0, PC-FNS50 and PC-FNS100 366 
taken after cooling down to room temperature from different temperature exposures are 367 
presented in Fig. 12, Fig. 13 and Fig. 14, respectively.  368 

It can be seen from Fig. 12 (a) that an exposure to 200 °C did not cause any noticeable 369 
damage to the control specimen. Referring to Fig. 13 (a) and Fig. 14 (a), the PC-FNS50 and 370 
PC-FNS100 samples were also free of any visual damage. Similarly, there was no crack in the 371 
specimens containing 25% and 75% FNS aggregate exposed to 200 oC. After exposure to 400 372 
°C, some fine cracks were noticeable on the surface of the PC-FNS0 samples, as shown in Fig. 373 
12 (b). Similar thin cracks were consistently seen in all the five types of mortar specimens. For 374 
instance, the cracks of the specimens using 50% FNS and 100% FNS aggregate are shown in 375 
Fig. 13 (b) and Fig. 14 (b), respectively.  376 

 377 
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 378 

Fig. 12. Appearance of PC-FNS0 specimens after elevated temperature exposure. 379 

 380 

Fig. 13. Appearance of PC-FNS50 samples after elevated temperature exposure. 381 

 382 
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 383 

Fig. 14. Appearance of PC-FNS100 samples after elevated temperature exposure. 384 

After 600 °C exposure, the cracks on the surface of specimens PC-FNS0, PC-FNS50 385 
and PC-FNS100 can be seen in Fig. 12 (c), Fig. 13 (c) and Fig. 14 (c), respectively. It can be 386 
seen that the number of cracks increased in all three cases as compared to Figs. 12 (b), 13 (b) 387 
and 14 (b). Nevertheless, at this temperature, similar types of cracks were seen on surface of 388 
the specimens using different volumes of FNS aggregate. Finally, after the exposure to 800 °C, 389 
all mortar specimens exhibited significantly increased number of cracks on the surface as 390 
shown in Figs. 12 (d), 13 (d) and 14 (d). No spalling was observed in the specimens at this very 391 
high-temperature exposure of 800 °C for two hours. It was shown previously that mortar and 392 
concrete with high-density aggregates could experience explosive spalling at high-temperature 393 
exposure due to high vapour pressure (Ma et al., 2015). However, no such spalling was not 394 
observed in the mortar specimens containing up to 100% FNS aggregate.  This is considered 395 
to be due to the higher porosity of the specimens using FNS aggregate that eased the release of 396 
internal vapour pressure. For this reason, excessive cracking or spalling was not observed in 397 
the specimens using FNS aggregate in spite of the reduced thermal conductivity of mortar. The 398 
cracks in both types of specimens were similar and are considered to have occurred due to the 399 
temperature differential, especially in the cooling stage.  400 

3.5.2 Change of mass by exposure to high temperature 401 

Mass of the samples was recorded before and after the elevated temperature exposure, and the 402 
percentages of mass change at different temperatures were calculated. The results are shown 403 
in Fig. 15.  404 
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 405 
Fig. 15. Mass loss due to elevated temperature exposure. 406 

It can be seen from Fig. 15 that the specimens exhibited a significant mass loss after 407 
exposure to 200 °C. Afterwards, the mass loss increased at a slower rate for exposure to 400 408 
°C. Then, the mass loss again increased at a higher rate for exposure to 600 °C. Finally, from 409 
600 °C to 800 °C, the mass loss increased at a declined rate. The reason for the substantial mass 410 
loss from room temperature to 200 °C is primarily due to the loss of physically bound water 411 
from the binder matrix. It is usually known that cement paste loses most of the physically bound 412 
water at temperatures up to 150 °C (Esteves, 2011). This corresponds to the significant mass 413 
loss observed in all the specimens up to 200 °C. The mass loss between 400 °C and 600 °C 414 
was primarily associated with the decomposition of portlandite or Ca(OH)2 in the binder 415 
matrix. Decomposition of portlandite resulted in the escape of moisture from the samples and 416 
caused a notable mass loss. Besides, it can be seen that there was no noticeable variation of 417 
mass due to use of FNS aggregate as replacement of sand at different percentages. When the 418 
samples were exposed to 200 °C, the mean mass variation was within a range of 5.95% to 419 
6.86%. Similar trend can be seen for all the temperatures, such as for 400 °C, the variation was 420 
7.44% to 8.52%, for 600 °C the variation was 9.77% to 10.61% and for 800 °C the mass 421 
variation was within a range of 10.54% to 11.21%. Fig. 10 also shows that, with the use of FNS 422 
aggregate, the mass loss fluctuated for 25% to 75% sand replacements. However, the mortar 423 
samples with 100% FNS aggregate (PC-FNS100) consistently exhibited a higher mass loss in 424 
all four temperature stages. This marginally higher mass loss of mortar with 100% FNS 425 
aggregate is considered to be associated with the higher moisture content of FNS aggregate. 426 

 427 
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3.5.3 Strength loss after exposure to high temperature 430 

Compressive strength of the specimens was determined after the elevated temperature exposure 431 
and the percentage residual strength was calculated relative to the 28-day compressive strength 432 
of unheated samples. The residual strength percentages after exposure to different temperatures 433 
are shown in Fig. 16.  It is noticeable that there was no strength loss of the control mortar (PC-434 
FNS0) after exposure to 200 °C.  435 

 436 
 437 

Fig. 16. Residual strength after exposure to different elevated temperatures. 438 

However, replacement of sand by FNS aggregate gradually reduced the residual 439 
strength of mortar. Residual strengths of the specimens PC-FNS25, PC-FNS50, PC-FNS75 and 440 
PC-FNS100 were 99%, 100%, 93% and 89%, respectively. Furthermore, there was a gradual 441 
reduction of compressive strength from 200 to 400 °C for all the five mortar specimens. The 442 
residual compressive strengths of specimens PC-FNS0, PC-FNS25, PC-FNS50, PC-FNS75 443 
and PC-FNS100 were 93%, 86%, 88%, 80% and 76%, respectively. With the increase of 444 
exposure temperature to 600 °C, the specimens exhibited considerable strength loss with 445 
residual compressive strengths within a range of 42% to 51%. The control mortar specimen, 446 
PC-FNS0 exhibited the highest residual strength and the samples with 100% FNS aggregates, 447 
PC-FNS100 exhibited the lowest residual strength. This noticeable reduction of residual 448 
strength at this temperature was primarily due to the decomposition of portlandite. The residual 449 
strength of the samples were 51%, 47%, 44%, 42% and 42% for PC-FNS0, PC-FNS25, PC-450 
FNS50, PC-FNS75 and PC-FNS100, respectively. Finally, after exposure to 800 °C, the 451 
residual strengths of the samples were within a range of 27% to 36%. Thus, the results indicate 452 
that the residual strength of mortar marginally declined with the increase of FNS aggregate. 453 
Previous studies on concrete with high-density aggregates exhibited significantly high strength 454 
loss and explosive spalling due to elevated temperature exposure (Ma et al., 2015). However, 455 
no spalling was observed in the mortar specimens containing FNS aggregate. This phenomenon 456 
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is attributed to the higher VPV of the samples containing FNS aggregate that helped with the 457 
release of vapour pressure. Therefore, even though high density FNS aggregates were used in 458 
the mortar specimens exposed to elevated temperature, only marginal strength reduction was 459 
observed due to their higher porosity, low thermal conductivity and thermal diffusivity, which 460 
were observed in previous sections.  461 

4. Conclusions 462 

By-product ferronickel slag (FNS) was used in cement mortar as replacement of natural sand 463 
at different percentages. The effects of FNS on compressive strength, volume of permeable 464 
voids (VPV), thermal properties and residual strength after exposure to high temperature were 465 
studied. The following conclusions are drawn from the experimental results. 466 

1. Compressive strength of mortar increased for using 25% and 50% FNS aggregates and then 467 
declined for 75% and 100% FNS aggregate. The change in strength by FNS is attributed to its 468 
effect on the mortar density and overall grading of fine aggregate.  469 

2. Density of mortar increased by FNS aggregate due to its higher particle density. Also, 470 
porosity or VPV of mortar increased with the increase of FNS due to its large cavity and 471 
micropores, angular shape and larger size than sand. 472 

3. Thermal conductivity and thermal diffusivity of mortar decreased with the increase of FNS 473 
content due to the increase of porosity. The decreases of thermal conductivity for using 50% 474 
and 100% FNS were 30% and 50%, respectively. The increase of FNS content increased the 475 
heat capacity of mortar. Thus, the thermal insulating properties and thermal mass of mortar 476 
improved by use of FNS aggregate.  477 

4. The residual strength of mortar after prolonged exposure to 600 oC decreased from 51% for 478 
using 0% FNS to 42% for 100% FNS. Similarly, the residual strengths decreased from 36% 479 
for 0% FNS to 27% for 100% FNS after exposure to 800 oC. The marginally higher strength 480 
loss for using FNS aggregate is attributed to the decrease of thermal conductivity and 481 
diffusivity.  482 

5. Overall, FNS aggregate improved the thermal insulating properties of cement mortar without 483 
sacrificing compressive strength. This can provide considerable benefits to the heating and 484 
cooling energy usage of buildings. Thus, FNS aggregate has the potential for practical 485 
applications in construction of energy efficient sustainable building products.  Future trend 486 
would be investigation of the long term durability of mortar using FNS aggregate. 487 
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